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G2-7 PACK TM 200    acc. to 1102 K
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Notes:

        - center of gravity

        - cubicle door fully open

Dimensions metric (mm) / imperial (inches)

Dimension tolerances ±10 / 0,4"

*

ATLAS COPCO STANDARD CLASS
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air receiver manual drain G3/8" female

NPT3/8" female adaptor (UL/CSA)

112 / 4,4" 37 / 1,5"

6
4

2
 
/
 
2
5

,
3

"
5

7
0
 
/
 
2

2
,
4
"

e
x
t
r
a
 
v
e

n
t
i
n

g

(
o
n

l
y
 
G

7
)

external box

(see note)

118 / 4,6" 25 / 1,0"

5
5

 
/
 
2

,
1

"
4

4
1

 
/
 
1

7
,
4
"

7
0
0

 
/
 
2

7
,
6
"
*

7
6

0
 
/
 
2
9

,
9

"
*

c
o
o

l
i
n

g
 
a
i
r

a
n
d

 
c
o
m

p
r
e

s
s
o
r

i
n

l
e

t

c
o
o

l
i
n

g
 
a
i
r

a
n
d

 
c
o
m

p
r
e

s
s
o
r

i
n

l
e

t

Note:

Back panel with external box on models:

- ALL POWERS @ V230/1/60Hz, 

- G5 @ 60Hz

- G7 @ 50-60Hz
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ball valve (supplied loose)

controller

emergency

stop switch

oil level

indicator

service panel


