
AIR COMPRESSOR 

Dimensions: 46” x 20” x 29”  •  Weight: 168 lbs.  •  UPC: 8 46212 03781 2 
Product style and configuration may vary. 

MODEL SPECIFICATIONS 
 
 Tank Size: 8 Gallon  
 Maximum Pressure: 150 PSI 
 CFM @ 40 PSI: 11.6 
                 CFM @ 90 PSI: 9.9 
 Engine: 160cc Honda GX160 
 Limited Warranty: 2 Year Pump  
  1 Year All Other Parts 

MODEL: DXCMTB5590856 

8 Gallon HONDA Powered Wheelbarrow Compressor 
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AIR COMPRESSOR 

FEATURES & BENEFITS 
 

• HONDA GX160 OHV gas engine 
• Overhead valve (OHV) for increased                     

efficiency and optimal power transfer 
• Ball bearing supported crankshaft for greater stability 
• Low oil alert 

• Cast iron, oil lubricated twin cylinder pump features 
• One-piece enclosed cast iron crankcase 
• Aluminum head and valve plate 
• Durable Swedish stainless steel reed valves 
• Oil level sight glass 
• Easily accessible oil fill 
• 12” cast iron balanced flywheel 

• 150 PSI max pressure for optimum tool performance 
• High flow regulator provides maximum air flow for peak tool 

performance 
• Solberg air intake filter provides improved filtration and sound 

dampening 
• Twin “wheelbarrow” tank design with 10” center mount turf tread 

never flat tire for easy maneuverability over rough terrain and job 
sites 

• Includes liquid filled tool & tank pressure gauges providing a 
more accurate reading 

• Supported by our Toll Free Customer Help Line 
See page 2 



AIR COMPRESSOR 

MODEL: DXCMTB5590856 

8 Gallon HONDA Powered Wheelbarrow Compressor 
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AIR COMPRESSOR 

Easy Access Belt 
Tightener 

High Flow Regulator 

Liquid Filled Pressure Gauges 

Quarter Turn Tank 
Drain Valve 

Solberg Air Intake Filter 

Large 10” Turf 
Tread Tire 

Thick Vibration Isolators 

Dependable 
Honda Engine 

Enclosed Metal Belt Guard 
Covers all Moving Parts 

Durable Cast Iron Twin Cylinder Pump 

Push to Connect Quick Coupler 

Custom Pump Shroud Provides 
Directional Air Cooling 

Braided Steel Transfer Tube 
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