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Automatic Electronic Tank Drain Kit 

KIT CONTENTS 

 

• Electronic Auto Tank Drain with 6 ft Power Cord 

• Clean Out Strainer Valve 

• 10”  Braided Stainless Steel Tank Drain Tube 

with 1/4” NPT Elbow 

• Three-foot Drain Hose with Hose Clamp 

• Universal Multi-Purpose Mounting Bracket 

• Ready for Complete Installation 

FEATURES 

 

• Eliminate manual draining 

• Automatically drains condensation from the air 

compressor tank  

• Designed for use with  all air compressors 

• Easy to install and maintain 

• Simply choose the desired cycle time 

• Set the drain to activate anytime between 

30 seconds and 45 minutes 

• Discharge time:   

• Adjustable from 0.5  to 10 seconds 

• LED lights indicate on/off  status 

• Connection:  1/4” NPT 

• Supply voltage:  120 V 

• Maximum working pressure:  230 PSI 

• Operating temperature:  40F –  140F 

• UL recognized and CE approved 

Carton Dimensions: 12.6” x 6.5” x 4.33”•  Weight: 4.50 lbs.  •  UPC: 8 46212 06346 0 

Master Pack Quantity:  4            Product style and configuration may vary. 
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Drain Kit Contents 

Universal Multi-purpose Mounting Bracket  Attaches to Various Tank Configurations 

80 Gallon Feet Channel Feet Ring Base Ring Base 

10” Stainless Steel 

Tube Connects 

Auto Drain to Tank 

3’ Drain Hose Directs Moisture 

to Nearby Floor Drain or 

Container 

Adjustable Tank Drain 

Timer 

6 ft Power Cord 

Integrated Ball 

Valve with Strainer 

Screen Protects 

against Large 

Particles Found in 

Condensate 


