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INFORMATION, IS THE PROPERTY OF INGERSOLL-RAND CO., AND IS 
GIVEN TO THE RECEIVER IN CONFIDENCE.  THE RECEIVER BY RECEPTION 
AND RETENTION OF THE DRAWING ACCEPTS THE DRAWING IN CONFIDENCE 
AND AGREES THAT, EXCEPT AS AUTHORIZED IN WRITING BY 
INGERSOLL-RAND CO. IT WILL (1) NOT USE THE DRAWING OR ANY COPY 
THEREOF OR THE CONFIDENTIAL OR TRADE SECRET INFORMATION 
THEREIN; (2) NOT COPY THE DRAWING; (3) NOT DISCLOSE TO OTHERS 
EITHER THE DRAWING OR THE CONFIDENTIAL OR TRADE SECRET 
INFORMATION THEREIN; AND (4) UPON COMPLETION OF THE NEED TO 
RETAIN THE DRAWING, OR UPON DEMAND, RETURN THE DRAWING, ALL 
COPIES THEREOF, AND ALL MATERIAL COPIED THEREFROM.

WARNING: THE EXPORT OR REEXPORT OF THIS DRAWING OR A PRODUCT PRODUCED 
BY THIS DRAWING IS SUBJECT TO U.S. EXPORT ADMINISTRATION REGULATIONS 
AND OTHER APPLICABLE GOVERNMENT RESTRICTIONS OR REGULATIONS.
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NOTICE
115/1/60

1-800-AIR SERV

DANGER / PELIGRO / DANGER
INTAKE AIR. CAN CONTAIN CARBON MONOXIDE OR OTHER
CONTAMINANTS. WILL CAUSE SERIOUS INJURY OR DEATH.
INGERSOLL-RAN AIR COMPRESSORS ARE NOT DESIGNED, INTENDED
OR APPROVED FOR BREATHING AIR. COMPRESSED AIR SHOULD NOT BE
USED FOR BREATHING AIR APPLICATIONS UNLESS TREATED IN
ACCORDANCE WITH ALL APPLICABLE CODES AND REGULATIONS.

INTAKE AIR. CAN CONTAIN CARBON MONOXIDE OR OTHER
CONTAMINANTS. WILL CAUSE SERIOUS INJURY OR DEATH.
INGERSOLL-RAN AIR COMPRESSORS ARE NOT DESIGNED, INTENDED
OR APPROVED FOR BREATHING AIR. COMPRESSED AIR SHOULD NOT BE
USED FOR BREATHING AIR APPLICATIONS UNLESS TREATED IN
ACCORDANCE WITH ALL APPLICABLE CODES AND REGULATIONS.

INTAKE AIR. CAN CONTAIN CARBON MONOXIDE OR OTHER
CONTAMINANTS. WILL CAUSE SERIOUS INJURY OR DEATH.
INGERSOLL-RAN AIR COMPRESSORS ARE NOT DESIGNED, INTENDED
OR APPROVED FOR BREATHING AIR. COMPRESSED AIR SHOULD NOT BE
USED FOR BREATHING AIR APPLICATIONS UNLESS TREATED IN
ACCORDANCE WITH ALL APPLICABLE CODES AND REGULATIONS.

READ OWNER'S MANUAL FIRST!

READ OWNER'S MANUAL FIRST!

READ OWNER'S MANUAL FIRST!

WARNING / ADVERTENCIA / AVERTISSEMENT

WARNING/ADVERTENCIA/AVERTISSEMENT

HOT SURFACES. CAN CAUSE SERIOUS INJURY.
DO NOT TOUCH. ALLOW TO COOL BEFORE SERVICING.
SUPERFICIE CALIENTE. PUEDE CAUSAR LESIONES GRAVES.
NO TOCAR. DEJE QUE SE ENFRIE ANTES DE DAR SERVICIO.
SURFACE CHAUDE. PEUT CAUSER DES BLESSURES GRAVES.
NE PAS TOUCHER. ATTENDRE LE REFROIDISSEMENT AVANT DE
REPARER.

ENCLOSED BELTGUARD

PRESSURE
SWITCH

2 HP / (1.5 kW) 115V,
15A, SINGLE PHASE, 60 Hz

REGULATOR

COMPRESSOR
INLET FILTER

OIL DRAIN PLUG

OIL SIGHT GLASS

RECEIVER
GAUGE

DISCHARGE
PRESSURE

GAUGE

1/4 INCH NPT
REGULATED
DISCHARGE

RECEIVER DRAIN VALVE 2X 254 [10"] WHEEL

OIL FILL PLUG

RECEIVER
RELIEF VALVE

1. ALLOW AT LEAST 305mm [12 INCHES] OF CLEARANCE
   MINIMUM ON ALL SIDES FOR PROPER AIR CIRCULATION.
2. DIMENSIONS ARE IN MILLIMETERS [INCHES] UNLESS
    OTHERWISE SPECIFIED.
3. MAX. OPERATING PRESSURE: 135 psi [931 kPa]
4. RECEIVER SIZE: 20 GALLON [76 LITERS]
5. APPROXIMATE PACKAGE WEIGHT (WET):  200 LBS.

WARNING
HAZARDOUS VOLTAGE.
CAN CAUSE SERIOUS
INJURY OR DEATH.
DISCONNECT POWER
BEFORE SERVICING.
LOCKOUT/TAGOUT
MACHINE.

WARNING
READ OWMER'S MANUAL BEFORE STARTING COMPRESSOR.

MOVING PARTS. CAN CAUSE SERIOUS INJURY. DO NOT OPERATE
WITH GUARDS REMOVED. MACHINE MAY START AUTOMATICALLY.
DISCONNECT POWER BEFORE SERVICING. LOCKOUT/TAGOUT MACHINE.

HIGH PRESSURE AIR. BYPASSING, MODIFYING OR REMOVING
SAFETY/RELIEF VALVES CAN CAUSE SERIOUS INJURY OR DEATH.
DO NOT BYPASS, MODIFY OR REMOVE SAFETY/RELIEF VALVES. DO NOT
DIRECT AIR STREAM AT BODY. RISK OF BURSTING. USE ONLY SUITABLE
AIR HANDLING PARTS ACCEPTABLE FOR PRESSURE OF NOT LESS THAN
THE MAXIMUM ALLOWABLE WORKING PRESSURE OR THE MACHINE. NEVER
MODIFY OR REPAIR TANK, OBTAIN REPLACEMENT FROM SERVICE CENTER.

RISK OF FIRE OR EXPLOSION. ELECTRICAL ARCING FROM
COMPRESSOR COMPONENTS CAN IGNITE FLAMMABLE LIQUIDS AND
VAPORS WHICH CAN RESULT IN SERIOUS INJURY. NEVER OPERATE THE
COMPRESSOR NEAR FLAMMABLE LIQUIDS OR VAPPORS. IF USED TO
SPRAY FLAMMABLE MATERIALS, KEEP COMPRESSOR AT LEAST 20 FT
AWAY FROM THE SPRAY AREA.

RISK OF ELECTRIC SHOCK. DISCONNECT COMPRESSOR FROM
ELECTRICAL SUPPLY CIRCUIT BEFORE SERVICING. DO NOT EXPOSE
COMPRESSOR TO RAIN OR OPERATE IN A WET AREA. STORE INDOORS.

THIRD ANGLE PROJECTION

AIR FLOW

NOITATOR
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